

























Basing Designation for BOTTOM VIEW . . . 

. . . 

. . . 

. 9FN 

Pin 1 - Pentode Pin 

4 - Heater 


Grid No.l P> n 

5 - Heater 


Pin 2-Pentode P' n 

6 - Diode PI ate 

Grid No.3, iiifP Pin 

7 - Pentode 

PI ate 

Interna] —i r^trJ— x Pin 

8 - Pentode 


Shield 

Grid No.2 

Pin 3-Diode Pin 

9 - Pentode 


Cathode 

Cathode 

PENTODE UNIT — AMPLIFIER - Class A, 



Maximum Ratings, Design-Center Values: 




PLATE VOLTAGE . 

300 

max. 

vol ts 

GRID-No.3 (SUPPRESSOR-GRID) VOLTAGE. . . 

0 

max. 

vol ts 

GRID-No.2 (SCREEN-GRID) SUPPLY VOLTAGE . 

300 

max. 

vol ts 

GRID-No. 2 VOLTAGE . See Grid-No. 2 

Input 

Rating Chart 

i at front of Receiving 

Tube 

Sect ion 

GRID-No.1 (CONTROL-GRID) VOLTAGE: 




Negative-bias value . 

50 

max. 

vol ts 

Positive-bias value . 

0 

max. 

vol ts 

GRID-No.2 INPUT: 




For grid-No.2 voltages up tol50volts. 

0.65 

max. 

watt 

For grid-No.2 voltages between 150 




and 300 volts . See Grid-Ro. 2 

Input 

Rating Chart 

at front of Receiving 

Tube 

Section 

PLATE DISSIPATION . 

3 

max. 

watts 

PEAK HEATER-CATHODE VOLTAGE: 




Heater negativewith respect to cathode. 

200 

max. 

vol ts 

Heater positive with respect to cathode. 

200 * 

max. 

vol ts 

Maximum Circuit Values: 




Grid-No.1-Circuit Resistance: 




For fixed-bias operation . 

0.25 

max. 

megohm 

For cathode-bias operation . 

1 

max. 

megohm 

DIODE UNIT 




Maximum Ratings, Design-Center Values: 




PEAK INVERSE PLATE VOLTAGE . 

430 

max. 

volts 

PLATE CURRENT: 




Peak. 

180 

max. 

ma 

DC. 

45 

max. 

ma 

PEAK HEATER-CATHODE VOLTAGE: 




Heater negativewith respect to cathode. 

200 

max. 

vol ts 

Heater positive with respect to cathode. 

200* 

max. 

vol ts 

0 With external shield JETEC No.315 connected to pentode cathode 

(pin 9) 

except as noted. 




With external shield JETEC N 0.315 connected to ground. 



A The dc component must not exceed 100 volts. 
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6BY8 

DIODE— SHARP-CUTOFF PENTODE 



CURVES 

shown under Type 6AU6 also apply to the 
pentode unit of the 6BY8 
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